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1" Corporation
AWWA Toper lhreods

Saddle

10 Gauge

Reinforced Tracing
Wire Connected To
Tracer Under Majn
Using Bronze Splil

tquivalent To Ford F1000 Bolt Connectora
. Slainless Steel

1. Stoinless Steel Suddle Shall Be Equivalent Ta Ford FS303 Or

PowerSeal 3412A5T.

2. Pipe Shall Be Tapped Wilh A Shell Type Cutter {Hole Cutter) That Will Retein
The Coupon in Accordance With UNI-BLLL Plostic Pipe Associotion UNI-B-3,
J. Pipe Shull Conform And Be Instnlled According lo AWWA C301 For
PE-3408 High Maleculor Weight Folyethylene, Cquivalent To
Orangeburg Poly—XTRA, Cluss 200 (SDR- 9, CTS-0D).

4. The Polyethylena Pipe Shaoll Be Cut With Approved Cutters Only

w

Stainless Gteel Inserts Sholl Be Used At All PE Conncctions To Fitlings.

6. Meter Box Ford No. P3VHH-288-18-30 Or An Approved Equal Furnished And

Instolied By Controctor,

7. Meter Furnished And Instolted By E.U.C,

@

Bockfill And Tamp With Sclect Moteriol To Pad Pipe.

9. Reinforced Cooted Trocer Wire As Monufuclured B
Industries, LLC. P.O, Box 1081, Monlicello, MN, 55362, Or An

Approved Equal.

See Detail W-1.00.
Copperhead

Provide Firm Base
For Box And Stone
For Drainage

10. Theoraughly Tope Mechanical Connections With Electrical Tope.
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